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EXISTING TYPICAL CROSS SECTION
ILLINOIS ROUTE 58
STA. 3315+45 TO STA. 3330+i6

EXISTING R.O.W.

CONTRACT NO. 62417 |=

oy SECTION COUNTY S or

338|113 & 114) R-5 wiL  |525 (2]

STA TO STA.

FED. ROAD DIST. No.

| mms | FAP 338 (L RTE. 59)

LEGEND EXISTING

EXISTING HOT-MIX ASPHALT SURFACE, 8 INCHES
EXISTING CONCRETE PAVEMENT, 8 INCHES

EXISTING AGGREGATE SHOULDER, 8 INCHES

EXISTING CONCRETE CURB AND GUTTER, TYPE B-6.24

EXISTING CONCRETE SIDEWALK

OGO

NOTES:

1. PROJECT OMMISION FROM STA. 3206+26 TO STA. 3213+60. THIS SECTION
(INCLUDING THE IL 59 BRIDGE OVER THE DUPAGE RIVER) CONSTRUCTED
UNDER CONTRACT 60C19.

2. FOR EXISTING TYPICAL SECTIONS OF SIDE ROADS, SEE INTERSECTION
JOINT DETAILS, ELEVATIONS, AND TYPICAL SECTION SHEETS.

ILLINOIS DEPARTMENT OF TRANSPORTATION
DISTRICT NO. 1 SCHAUMBURG

TYPICAL EXISTING SECTIONS
ILLINOIS ROUTE 59
STA. 3193+25 TO 3330+16

scaLe ___NONE
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